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REKKORD AUDIO
www.rekkord-audio.com

•   Highly precise and fully pre-adjusted - 
    Plug & Play ready
•   Adjustable tracking force and anti skating
•   8,3” weight-balanced aluminium tonearm
•   Steel tips in ball bearings produced in-house form the  
    tonearm bearing for vertical movement
•   REKKORD E(asy)motion Wire tonearm cabling 
•   Carbonfibre reinforced headshell 
•   Pre-adjusted AT91 cartridge
•   Vibration-damped wooden chassis
•   Floating sub-chassis
•   Aluminum platter with antistatic felt surface
•   Belt drive with polished flat belt
•   33/45 RPM electronic regulated DC motor
•   Viscosity-damped tonearm lift
•   Automatic start/stop + automatic tonearm movement
•   Handmade in Germany - traditional craftsmanship     
    from St. Georgen in the Black Forest

Speed RPM: 33, 45

Wow & Flutter in % DIN /  WRMS: 0.06 % / 0,035 % 

Rumble: 48 dB

SNR: 72 dB

MM cartridge: AT91

Frequency response: 20 Hz - 22 kHz

Output: Phono RCA + ground cable

Dimensions (WxHxD): 430 x 130 x 365 mm

Weight: 6 kg

Colour: black, walnut

Power supply: 12V DC, 150 mA

Incl. accessories: cable, dust cover, singles adapter 

F300
Advanced fully automatic sub-chassis turntable 

MSRP 549 € (incl. VAT) 

Satin:


